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ROCKWERX| MODULAR PANELS 
Wall Layout: 
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Modular Panels: 
Rockwerx modular panels are a great option for you if your facility has limited space or if you have a certain budget to meet.  
Our modular panels are 4’x8’x ¾” sheets that can be easily mounted to your existing wall.  We offer two different types of 
panels; Gym Rock Lite (wood) and Sculpted Gym Rock (concrete).  More information can be found on page 2 and 3.  Each panel 
comes with anchors for the specific wall material, 15 assorted hand holds which can be attached to the (72 GRL and 32 SGR)  
anti-rotational T-Nut locations pre drilled into the panel, a hex key for the holds, and installation procedures.     
 

Types of Walls: 
Modular panel walls can be arranged in a variety of different 
layouts.  The two most common layouts we see are called 
traverse walls and vertical roped walls.  Some facilities even 
choose to have a mix of each. 
 
 Traverse Walls: 
Traverse walls are common for younger children up through 
elementary schools.  The modular panels are mounted side by 
side to create a horizontal wall.  Users climb across the wall 
which allows for a high through-put without the need for gear 
and equipment.  We recommend installing a minimum of 4 
panels (16’ long) with an average wall running 10-12 panels 
(40’ to 48’).   
 

Vertical Roped Wall: 
Vertical walls are typically designed for older children and adults.  These are great 
additions to middle/high schools, small gyms, and recreation centers.  When determining 
what sized wall will work best for your facility, a good rule of thumb to follow is, one 
climber utilizes 5-6’ of linear space.  If you are interested in having 3 climbers (3 climbing 
lanes) ascend simultaneously, you will need to cover a minimum of 3 panels for width.  The 
wall shown to the right is 12’ x 20’.   
 
Installation: 
Modular Panels attach to your wall via 2”x6” and 2”x10” pieces of lumber which we refer 
to as ledgers.  The installation can be either carried out by Rockwerx or if on a tight budget, 
a local carpenter or handy man.  I would be happy to walk this individual through the 
necessary steps of completing such a build.  To provide you with a proper quote, I will need 
the following information. 

• What is the material of the wall that you are interested in mounting our Modular Panel 
System (Concrete Block Hollow/Solid, Wood Stud, or Metal Stud)? 

• Can you provide me with a photo of the area? 

• What are the dimensions of the space (Width and Height)? 
 
 
 
 
 
 
 
 
 
 
 

 
 

Sculpted Gym Rock – Traverse Wall 

Gym Rock Lite Panel – Vertical Wall 
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Gym Rock Lite Panels: 
The Gym Rock Lite panel texture is the strongest performing texture on the modular 
panel market (A COMMERCIAL CLIMBING GYM FAVORITE!).  We use a proprietary blend 
of aggregate, epoxy, and paint to ensure that each panel will outperform and outlast its 
competition.  The finish offers great texture and friction and is guaranteed to maintain 
extreme durability for several years.  These walls are perfect for any school or 
organization that might see more than a hundred kids a week climbing on the wall.  Our 
Gym Rock Lite panels are going to make YOU want to climb.  All Gym Rock Lite comes 
standard with a  non-scuff coating which allows you to sweep away marks with a wide 
push broom! 
Mildly textured 

• 13 standard colors 

• 6 mounting points 

• Just over 3 T Nuts per square foot 

• One (1) year warranty 

• Looks great, climbs even better!  
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Evo Rock Portland’s 
Gym Rock Lite Speed Wall 
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ROCKWERX| MODULAR PANELS 
Sculpted Gym Rock Panels: 
Our modular panel version of Gym Rock takes panel quality and durability to another 
level.  A special surface texture is applied, stamped, and stained to provide an 
incredible looking finish.  More importantly, this granite like material has amazing 
feel for climbing and provides excellent traction for smearing and edging techniques.  
The surface itself is a two-part application of blended polymers and cementitious 
products which are unmatched in the industry.  The texture is stamped with micro 
features molded from actual rock and closely resembles flat granite.  We hand sculpt 
a ½’ to ¾’ relief for added aesthetic.  The 
surface looks real, and climbs just like real 
rock!  If you are looking to build a wall 
outside, choose our outdoor version which 
is made from marine grade plywood and 
stainless steel hardware. 

• 1.5”-2” thick 

• 120lb per 4’x4’ panel  

• 4 mounting points 

• 1 T-nut per square foot 

• Custom features make your wall unique  

• Two (2) year warranty 
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